
The Q-Batteries LC series and LCP series with AGM technology (Absorbent Glass Mat) is designed for intensive cyclic 
discharge usage. The internal resistance of AGM batteries is significantly lower compared to gel batteries, allowing them 
to provide greater amounts of electricity to the consumer if necessary.  
By using special lead plates and an electrolyte, the battery is excellent in durability and cycle stability.

Model Volt  Ah Length x Width x Height Height max. Weight  Terminal          Packaging unit
   (L x B x H mm) (mm) (kg +/- 3%)  (carton) (pallet)

 maintenance free (no watering), low self discharge, long lifetime expectancy,  low internal resistance

12LCP-5 12 5 90 x 70 x 108 108 1,58 F2 10 600

12LCP-9 12 9 151 x 65 x 94 100 2,55 F1 5 300

12LCP-12 12 13 151 x 98 x 95 101 4,20 F2 2 160

12LCP-15 12 15 151 x 98 x 99 105 4,50 F2 2 160

12LCP-19 12 19 181 x 77 x 167 167 5,70 F3 2 120

12LCP-23 12  23 181 x 77 x 167 167 6,00 F3 / F13 2 120

12LCP-30 12   30 166 x 175 x 125 125 9,00 F13 1 80

12LCP-36 12 36 195 x 130 x 163 180 10,2 F11 1 75

12LCP-50 12  50 198 x 166 x 171 171 14,6 F11 1 60

12LCP-56 12 56 229 x 138 x 210 235 18,0 F11 1 42

12LCP-60 12  63 260 x 168 x 178 183 20,0 F11 1 32

12LC-67 12  67 350 x 167 x 180 183 21,0 F11 1 36

12LC-75 12 77 260 x 169 x 210 235 23,5 F11 1 32

12LC-80 12   80 350 x 167 x 180 183 24,0 F11 1 24

12LC-92 12  93 306,5 x 168,5 x 211 235 28,5 F12 1 24

12LC-100 12  107 328 x 172 x 222 222 30,0 F12 1 24

12LC-130 12  128 407 x 177 x 225 225 35,0 F12 1 18

12LC-134 12 143 340 x 173 x 280 285 41,5 F12 1 24

12LC-150 12  160 483 x 170 x 240 240 44,5 F5 / F12 1 16

12LC-180 12  193 530 x 209 x 214 214 53,0 F12 1 12

12LC-200 12   214 522 x 240 x 219 240 60,0 F12 1 12

12LC-225 12  243 522 x 240 x 223 223 65,0 F14 1 12

12LC-260 12  278 520 x 268 x 220 225 74,0 F14 1 10
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Operating Temperature Range Discharge: Charge: Storage:
Normal - 15°C – 50°C -10°C – 50°C  - 20°C – 50°C 
Operating Temperature Range 25°C ± 5°C
Self Discharge  Valve Regulated Lead Acid (VRLA) batteries can be stored for  more 

than 6 months at 25°C. Self-discharge ratio less than 3% per month at 
25°C. Please charge batteries before using.

Terminal F12 (M8 bolt)
Container Material A.B.S. (UL94-HB)

Spezification:

AGM cycle type

Application: 
Electric wheelchair, caravan/marine, cleaning machines, golf 
cart, vehicle lifts, solar energy system, u.v.m.

Capacity Factors with different Temperature:
  Battery Type -20°C -10°C 0°C 5°C 10°C 20°C 25°C 30°C 40°C 45°C

 GEL  6V & 12V 50% 70% 83% 85% 90% 98% 100% 102% 104% 105%

 Battery  2V 60% 75% 85% 88% 92% 99% 100% 103% 105% 106%

 AGM  6V & 12V 46% 66% 76% 83% 90% 98% 100% 103% 107% 109%

 Battery  2V 55% 70% 80% 85% 92% 99% 100% 104% 108% 110%

Charging Method:
Charge the batteries at least once every six months, if they are stored at 25°C

Constant Voltage (V) -0.2C x 2h + 2.4–2.45V/Cell x 24h, max. Current 0.3CA

Constant Current (A) -0.2C x 2h + 0.1CA x 12h

Fast -0.2C x 2h + 0.3CA x 4.0h

Life characteristics 
of cyclic use:
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Storage characteristic:
Supplementary charge required 
(Carry out supplementary 
charge before use if 100% 
capacity is requires)

Supplementary charge required
before use. This supplementary 
charge will help to recover the 
capacity and should be made as 
early as possible.

Supplementary charge may 
often fail to recover the 
capacity. The battery should 
never be left standing till this 
state is reached

Supplementary charge and 
storage guidelines
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Terminals:

F1 (Faston-Connector 4,75mm) F2 (Faston-Connector 6,35mm) F3 (Flag connector) F11 (threaded insert M6) F12 (threaded insert M8) F13 (threaded insert M5)F5 (Flag connector)


